
 

WATERBASE CLEAR TOPCOAT MATT  

PRODUCT CODE: CWT 030 

PRODUCT DESCRIPTION: Odourless waterborne matt topcoat clear finishing is suitable for varnishing outdoor 
handicrafts such as door and window frames, blinds, shutters and main doors having “stable dimensions”. These thick 
finishes are provided with excellent characteristics of elasticity, clearness, wheatherability and resistance against 
blocking. Besides, they have excellent flow levelling. The varnished substrate is soft to the touch, scratch resistant and 
demands little maintenance in the course of time. These products do not contain any biocides but contain light stabilizer 
additive to maintain from XR light. 
 
USES: Suitable for all inside and outside timbers such as :[ chalets, wood houses, matchboards, underroof coatings, 
window/door, frames, shutters, fences, gates etc.] made of coniferous timber or timber without tannins or inhibitors as 
these could compromise flow levelling and could damage the appearance of handicrafts.  
 
PRODUCT SPECIFICATIONS:   
 
PROPERTIES 
- Very Good Adherence  

- Very Good Plasticity  

- Good Covering  
 
Color     Transparent / Reddish  
Specific gravity    1.03 Kg/lit [± 0.025]  
Viscosity   4/25°C : 25 sec. [± 1]  
Weight Solids   37% Kg/Kg [± 1]  
Drying Interval   Dust Free: 15 min. at 25°C   To Touch: 1 hr.  
Recoating   4 hrs.  
Handling   24 hrs.  
 
SURFACE PREPARATION: All timber species must be fully aged with a moisture content of less than 15%. Surface must 
be dry, clean and free from contaminations. Natural oil or gum must be removed by solvent cleaning.  
 
SINGLE COAT CYCLE: Apply directly on the totally dry basecoat or brush the substrate with a 120 grain brush (for water 
primers) .Always check the perfect drying of the impregnated substrate, as traces of solvent could damage the film of 
the finish coming afterwards. Besides, this inconvenience can cause small defect and scarce gripping of the film on the 
pieces impairing, as the result, the characteristic of outdoor resistance of the varnished substrate.  
 
Apply a 250-300 micron humid thickness in order to guarantee top outdoor resistance. Many coats have to be applied so 
that this thickness is achieved. Make sure that the air bubbles, carried by the varnish on the piece, are let out. Hasty 
applications bring about low quality finishing aesthetically speaking (scarce clearness, pinholes in the film which increase 
the absorption of humidity, film greying) and dripping in winter time as well. 
 
 



APPLICATION METHODS: Depends on the finishes required but in general an appropriate rate is 100 g /sq.m. The 
number of coats depends on the surface preparation the porosity of the substrate, and the finish required. For details of 
spray equipment contact Ozell Cooner Technical Services Department. The temperature should be between 5ºc - 35 ºc 
and the relative humidity should not exceed of 70%. To insure max weathering resistance ,we advice applying 2 coats of 
water base matt CWT 030, allowing 12 hours between coats and sanding and dusting the surface once the first coat has 
dried thoroughly. 
 
PRODUCT PREPARATION: By spray guns. Products ready for use; in the cold months of the year it is not advisable to thin 
down the product but it is better to use the pre-heater set between 35 °C and 45°C. In the warmer months we 
recommend water thinning from 5 to 10% max. and to use the pre-heater at a max. temperature of 35°C.  
 
SUGGESTED NOZZLES:  Airless– 011 fixed or 020 adjustable with pressure 4 atm/bar  
                            Spray gun – 2.5 mm. with pressure 3.5 atm/bar  
It is advisable to wash the varnishing tools immediately after their use. 
 
SUBSEQUENT TREATMENT: After drying this product does not need any particular subsequent treatment. We suggest a 
maintenance operation in the time (clean and dust removing, other coat of product applied when necessary) to assure 
better durability. 
 
 
PACKING & STORAGE: Available in 1 kg, 5 kg & 25 kg.  
Store in a cool and well ventilated place. Keep away from direct sunlight.  
Shelf Life: Minimum one year in unopened container, stored in a cool and dry condition at 25°C. 
 
SAFETY & FLAMMABLE: This material is non-flammable and must not be naked to direct sun light. Use in ventilated 
areas. In case of contact with eyes rinse immediately with plenty of sweet water and seek medical advice. In case of 
contact with skin, wash immediately with soap and water or a recognized skin cleaner. 
Keep away from sources of ignition. No Smoking. Keep out of reach of children. 
 
This information contained in the data sheet is to the best of our knowledge correct and up to date. Under well-defined conditions. Its accuracy or 
suitability under the actual conditions of any independent use is not guaranteed and must be determined by the user. All advice given about this 
product is given in good faith. Since as we have no control over conditions of substrate and application, manufacturer and seller cannot accept any 
liability in connection with the use of the product relative to coverage, performance, injury, or damage, unless we specify in writing to do so. The 
information in this data sheet is subject to change without prior notice and it is the user responsibility to ensure it is current. For further 
information and advice please contact Ozell Cooner Technical Service Department.  
 

 

 

 

 

 

 

 

 

 

 

 


